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=< CHECK VALVE

body nominal nominal max.
material pressure diameter temperature
H C DN o
brass 16 bar 15-100 200°C
| E DN o
stainless steel 40 bar 15-300 300°C

FEATURES

compact settlement

environment friendly

no maintenance

leakproofness class D acc. EN 12266 1

face to face dimension series 49 acc. EN 558 for DN15 DN100

APPLICATION

industrial cold and hot water installations

industrial installations of water steam

oil industrial installations

cooling water plants

chemical industry and power engineering

indusfrial technologies

other non aggressive mediums

NOTICE: not all of the mentioned applications are suitable for brass valve.
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MATERIALS
Type 275H DN15-DN100 Type 2751 DN15 - DN100 Type 2751 DN125 - DN300
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body material o : |
DN15 - DN100 DN125 - DN300
type 50 51 52
1| body Cuzn39Pb2 GX5CrNiMo 19 11 2 GX5CMNiMo 19 11 2
2 | disc X6CrNiMoTi 17 12 2 GX5CrNiMo 19 11 2 X3CiMo 17 13 3
3 | centring ring X10CHi 18 8 X3CNiMo 17 13 3 GX5CiMo 19 11 2
4 | spring X6CrNiMoTi 17 12 2

X3CrNiMo 17 13 3

X3CmMiMo 17 13 3

5 washer

A2 (dla DN65 100)

6 bolt

A4

max temperature

200°C

300°C
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Type 275H DN15 - DN100 Type 2751 DN15 - DN100
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Type 2751 DN125 - DN300
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9 d | D | S | D1 | L AA g d | D | L A
mm inch mm kg inch kg
15 G112 15 435 45,0 53,0 16,0 0,10 G112 15 40 16 0,10
20 G 34 19 53,5 55,5 63,0 19,0 0,16 G4 20 47 19 0.13
25 G1 25 63,5 65,0 730 220 0,28 G1 25 56 22 021
32 G11/4 30 76,0 785 84,0 28,0 0,52 G114 31 72 28 048
40 G11/42 38 86,0 88,5 94,0 315 0,70 G 11/42 39 82 32 0,63
50 G2 47 96,0 98,5 107,0 40,0 1,10 G2 47 95 40 1,00
65 G212 62 1165 19,0 126,0 460 1,58 G212 62 115 46 1,50
80 G3 7 1320 1345 1445 50,0 1,78 G3 74 132 50 2,00
100 G4 95 1525 154,5 1640 60,0 3,30 G4 89 152 60 3,20
125 G5 122 190,5 - - 90,0 8,00
150 G6 148 2190 - - 106,0 12,00
200 G8 200 282,0 - - 140,0 22,00
250 G10 250 340,0 - - 1450 35,00
300 G12 300 400,0 - - 160,0 45,00
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Kvs COEFFICIENT | OPENING PRESSURE 275H DN15 - DN100

T o Opening pressure according to flow direction
—> A v
mm inch mbar mbar mbar
15 G122 35 75 10,0 50
20 G 34 72 75 10,0 50
25 G1 10,3 75 10,0 50
32 G114 16,6 85 12,0 50
40 G 11/42 218 9,0 13,0 50
50 G2 332 95 14,0 50
65 G212 55,5 10,0 15,0 50
80 G3 727 10,5 16,0 50
100 G4 105,5 15 18,0 50

Kvs COEFFICIENT | OPENING PRESSURE 2751 DN15 - DN300

- o Opening pressure according to flow direction
—> A v
mm inch mbar mbar mbar
15 G122 44 225 250 20,0
20 G3/4 68 25 250 20,0
25 G1 108 225 250 20,0
32 G114 17,0 235 270 20,0
40 G 11/42 26,0 245 28,0 20,0
50 G2 430 245 29,0 20,0
65 G212 60,0 250 30,0 20,0
80 G3 80,0 255 31,0 20,0
100 G4 113,0 26,5 33,0 20,0
125 G5 183,0 20 30,0 10,0
150 Gé6 2580 220 30,0 10,0
200 G8 410,0 20 30,0 10,0
250 G10 698,0 20 30,0 10,0
300 G12 7320 220 30,0 10,0
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HYDRAULIC CHARACTERISTICS 275H DN15 - DN100
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HYDRAULIC CHARACTERISTICS 2751 DN15 - DN300
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PRESSURE-TEMPERATURE RATINGS

18,0 1
16,0 16,0 16,0

16,0 1 Alloved working conditions range
14,0 4 13,6 275H PN 16 DN15 - DN100
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TYPES

nominal nominal
body material diameter pressure type
PN

' N
275 |» H »| 15100 ,| C [,
brass
CuZn36Pb2
g N (O N [ N R
| 15-100 |, E > 51 Tmax 300 °C

| stainless steel mm 40 bar - - S
GX5CrNIMo19-11-2 \ ) \ j kdls::. spring and seat ring- stainless steel, loose disc with spring

N
50 Tmax 200 °C

\dsc and spring - stainless steel, seat ring- brass

' N [ N [ N [ R
I 125300, E |, 52 Tmax 300 °C

> mm 40 bar
el S ) L ) @i, pring and seat ring- stinlos steol, disc operated n the cover with sping
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ORDERING

To place an order please use our product number (index)

;\::‘::i
DN PN
(275J+[ H j»[mo}»[ C j»[ 50 j
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ORDER EXAMPLE 275 H 040 C 50

ends wafer type, form straight ‘

brass CuZn36Pb2

nominal diameter DN40

nominal pressure PN16

disc and spring - stainless steel ¢ seat ring - brass




