MATERIALS LIST

NO. PART NAME MATERIAL
Z H4 H1 1 | BODY CFaM
— = | Z 2 | BALL SS316 + HCr
e N QY | 3 | STEM SS316
—) Q — 4 | END CAP CF8M
| | } 5 | BODY SEAL GRAPHITE
> T 6 | SEAT SS316+STL
QY ( ((((@ B Cf | - G ——\:EE 7 | THRUST WASHER S.S.
{ 8 | STEM PACKING GRAPHITE
o o C — ® o s 9 | GLAND 55304
\ ' ' “ | \ L 10 [ BELLEVILLE WASHER | SS304
11 | THRUST BEARING GRAPHITE
G1 12 | SEAT SEAL GRAPHITE
~—G1— " " 13 | SEAT SPRING INCONEL
1/2" ~ 2-1/2" 3"~ 4
D|MENS|ONS unit:mm
- SIZE PORT| L E H HA1 H4 C QY G G1 Z
L DN15| 1/2" 15 72 | 165 | 65.8 | 8.1 14 6.4 | 9.3 [29.7 | 29.7 | #10-24UNC
10 DN20 | 3/4" | 20 85 | 165 | 74 8.1 14 6.4 | 9.3 [29.7 | 29.7 | #10-24UNC
f > 5 S DN25( 1" 25 92 [ 200 | 87 |10.9 | 19.1 8 10.9 | 35.4 | 35.4 | 1/4"-20UNC
DN32 [1-1/4"] 32 [ 110 [ 200 | 92 | 10.9 | 19.1 8 10.9 | 35.4 | 35.4 | 1/4"-20UNC
9 0m DN40 [1-1/2"] 38 [ 123 [ 250 | 105 | 14 | 23.1 [ 9.5 | 15.7 | 49.5 | 49.5 [5/16"-18UNC
P DN50| 2" | 508 142 [ 250 | 115 | 14 | 23.1 [ 9.5 | 15.7 | 49.5 | 49.5 |[5/16"-18UNC
Qﬂ_' DN65 [2-1/2"| 65 [184.5( 250 | 128 | 17.5 | 29 12 19 | 721 ] 72.1 |5/16"-18UNC
8 h"'=-_ ' DN80| 3" 76 | 202 | 390 | 163 [ 445 | 78 17 28 | 72.1| 72.1 | 3/8"-16UNC
a ﬂ ( H DN100| 4" 102 | 230 [ 390 | 180 | 44.5| 78 17 28 | 72.1 | 72.1 | 3/8"-16UNC
@ ® H WORKING TEMPERATURE: -20 ~ 500 °C
@/ @— LEAKAGE RATE: FCI70-2 CLASS V
|
O |
Testing
@<— — |——— —+— PORT = Leakage Maximum Test Test Procedures
Class Leakage Medium | Pressure Required for
@\\ Designation Allowable Establishing
Rating
@ Maximum Maxi
- aximum
| j 0.0005 ml per Water S:'ez;clse service
@’ minute of water at 50 dp pressure drop
/ @ Vv per inch of port [to125°F vroll\J/ acrloss across valve
@/ I diameter per psi | (10 to a et ? g plug not to
L differential 52°C) gy exceed ANSI
exceed ANSI body ratin
|:> FLOW body rating y 9
CODE DRAWING NO. DESCRIPTION APPROVED BY| CHECKBY DRAWN BY REVISION MATERIAL UNIT
VM3-100NPT-316-500°C 3-PC DESIGN FULL BORE BALL VALVE. METAL SEATED. MATERIALS
E-001 - UNI-DIRECTIONAL. BLOW-OUT-PROOF STEM & PRESTON JASON ERIC S00070A mm
ANTI-STATIC DESIGN. THREADED END, 1500 PSI. LIST




