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DN | L d D | 4d | H W
Dol |5 |3 8 | 5| M
0| g5 | 20 | 29| 85 | 68 | 10
5 | 90 | 25 | 37| 85 | 0 | 140
3200 mo| 3 | b2k | 10 | 80 | 40
b0 | 118 38 [ 483 | 0 | 90 | 5
50 | w5 | S0 | 603 | 1 | 100 | 180
65 | 1m0 | 65 | 761 | 16 | 126 | 220
80 | 205 | 80 | 889 | 18 | 10 | 260
100 | 265 | 100 [ M3 | 20 | 13 | 350

| NO Part Name Vaterrial
J 1 Body/Bonnet CB /CF8M
] Ball SS304/55316
] Stem $5304/55316
4 Seat PTFE
5 Packing PTFE
6 (Gland SS304/55316
7 Nuts A193-B8/ZH
8 Handle CS/SS
-8\
o,
Specification Standard Sheet
Shell Test Pressure 6.0
High Pressure Seal Test | 4.4 MPg
Backseat Seal Test —_
Air Test Pressure 0.6
Applicable Temperature —29~150°C NO.| DATE | DEscRiPTION | PRPD | REVD | APPD
Applicable Medium |Water, Steam, Oil, etq
Design and manufacture ASME B16.34
V3-B
Face to face ASME B16.10
Pressure test APl 598
BALL VALVE PN40 ASSEMBLING DRAWING
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