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2" (DNA0) 38 153 112 74 185 F05/F07
[1/2” (DN40) 32 136 107 69 185 F05/F07
11/4"(DN32)) 25 125 87 56 145 F04/F05

1” (DN25) 18 89 1 46 145 F04/F05
3/4" (DN20) 15 80 69 40 120 F03/F04
1/2” (DN15) 12 72 65 36 120 F03/F04

G d L H h W 1505211
Main dimensions (mm)

Lten Parts Material

1 Body ASTM A351 CF8M

2 Gasket PTFE

3 Bonnet ASTM A351 CF8M

4 valve seat PTFE

5 Ball ASTM A182 F316

6 stem spindle ASTM A276 316

7 vasher PTFE

8 Packing PTFE

9 Gland STAINLESS STEEL

10 Butterfly Spring STAINLESS STEEL

11 Bolt STAINLESS STEEL
12 Handle STAINLESS STEEL

13 Bolt STAINLESS STEEL
14 indicator drop STAINLESS STEEL

Specification Standard Sheet

Shell Test Pressure 10.5

High Pressure Seal Test 1.7 WPa

Backseat Seal Test -

Air Test Pressure 0.6

Applicable Temperature -297150° C NO. | DATE [IESCRIPTION |PRP’D |REV'D | APP’D

Applicable Medium

Water, Steam, 0il, etc

Design and manufacture API 6D

—— T 3LVM1-64MDNO015-316
Screw end dimension GB/17306

Pressure test APT 598
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