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Adapters, Tri-Clamp Ferrule to Hosetail, Imperial Sizes 

Size 
Ferrule    x  Hosetail       

Dimensions [mm] 
Part Code 

FLG OD FLG ID OD ID L1 

1/2" x 1/8” 25.4 9.5 3.2 1.2 32.0 A.CFHT.050.018 

1/2" x 1/4” 25.4 9.5 6.4 3.4 32.0 A.CFHT.050.025 

1/2" x 3/8” 25.4 9.5 9.5 6.5 32.0 A.CFHT.050.038 

1/2" x 1/2" 25.4 9.5 12.7 9.7 32.0 A.CFHT.050.050 

1/2" x 3/4" 25.4 9.5 19.1 16.1 32.0 A.CFHT.050.075 

3/4" x 1/8” 25.4 15.9 3.2 1.2 32.0 A.CFHT.075.018 

3/4“ x 1/4" 25.4 15.9 6.4 3.4 32.0 A.CFHT.075.025 

3/4" x 3/8” 25.4 15.9 9.5 6.5 32.0 A.CFHT.075.038 

3/4" x 1/2" 25.4 15.9 12.7 9.7 32.0 A.CFHT.075.050 

3/4“ x 3/4" 25.4 15.9 19.1 16.1 32.0 A.CFHT.075.075 

1” x 1/8” 50.5 22.1 3.2 1.2 40.0 A.CFHT.100.018 

1” x 1/4” 50.5 22.1 6.4 3.4 40.0 A.CFHT.100.025 

1” x 3/8” 50.5 22.1 9.5 6.5 40.0 A.CFHT.100.038 

1” x 1/2" 50.5 22.1 12.7 9.7 40.0 A.CFHT.100.050 

1” x 3/4" 50.5 22.1 19.1 16.1 40.0 A.CFHT.100.075 

1” x 1” 50.5 22.1 25.4 22.4 40.0 A.CFHT.100.100 

1 1/2" x 1/8” 50.5 34.8 3.2 1.2 40.0 A.CFHT.150.018 

1 1/2" x 1/4” 50.5 34.8 6.4 3.4 40.0 A.CFHT.150.025 

1 1/2" x 3/8” 50.5 34.8 9.5 6.5 40.0 A.CFHT.150.038 

1 1/2" x 1/2" 50.5 34.8 12.7 9.7 40.0 A.CFHT.150.050 

1 1/2" x 3/4" 50.5 34.8 19.1 16.1 40.0 A.CFHT.150.075 

1 1/2" x 1” 50.5 34.8 25.4 22.4 40.0 A.CFHT.150.100 

1 1/2” x 1 1/2" 50.5 34.8 38.1 35.1 40.0 A.CFHT.150.150 

2” x 1/2" 64.0 47.6 12.7 9.7 60.0 A.CFHT.200.050 

2” x 3/4" 64.0 47.6 19.1 16.1 60.0 A.CFHT.200.075 

2” x 1” 64.0 47.6 25.4 22.4 60.0 A.CFHT.200.100 

2” x 1 1/2" 64.0 47.6 38.1 35.1 60.0 A.CFHT.200.150 

2” x 2” 64.0 47.6 50.8 47.8 60.0 A.CFHT.200.200 

Material Grade  ID Surface Finish Add Code  Product Specifications 

304L / 1.4307 Stainless Steel 0.8Ra Average .4  Certification Available EN10204 3.1b 

316L / 1.4404 Stainless Steel 0.8Ra Average .6  Suits Tri-Clamp Standard ASME BPE, BS4825-3 


