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Specification Requirements 

c�rc GB 
Normai pressun 1.0MPa 
Strength Test 1.5MPa 
Seal Test 1.1 MPa 
Air test 0.6MPa 
Application: �orrosive medium 
For Temp.: �15o·c 

(\JI ...... :r:I

nspection and test API 598 
Body material WCB/FEP 
Disc material WCB 

Diaphragm mat.   PTFE/EPDM 

...... 1 (\J 1 2 l=I I l=I l=I l=I 
Bolt material 35 
Nut material 45 

200 600 340 295 268 5.5 26 8-lti22 400 485 605 

150 480 285 240 212 5 24 8-lti22 320 375 460 

125 400 250 210 188 5 24 8-lti18 320 340 410 

100 350 220 180 158 5 22 8-lti18 280 275 330 

80 310 200 160 138 4 21 8-lti18 200 205 260 

f 
65 290 185 145 122 4 21 4-lti18 200 175 205 

50 230 165 125 102 4 21 4-lti18 160 160 200 
b 

40 200 150 110 88 4 20 4-lti18 160 140 180 

L 32 180 140 100 78 3.5 19.5 4-lti18 140 130 155 

25 160 115 85 68 3.5 19.5 4-lti14 140 125 140 

20 150 105 75 58 3.5 19.5 4-lti14 120 120 130 
No. Parts Name Material No. Parts Name Material 

15 130 95 65 45 3.5 17.5 4-lti14 120 110 115 

1 Body WCB 6 Stem 2Cr13 DN L D Dl D2 f b Z-ll}d Do Hl H2 

2 Lining FEP 7 Stem Nut ZCuAl10Fe3 
3 Diaphragm EPDM+PTFE 8 Hand Wheel Cast lron 
4 Disc HT200 9 Tighten Nut 35 

5 Bonnet HT200 

Technical requirements 

Desiqn/manufact CB12239-89 
Face to face DIN 3202 F1 

Flange dimen. DIN2543 / 2545

M10F1-GSC-FEP-PTFE/EPDM

content standard

23123




